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DRYING OVEN

APPLICABLE SCOPE:

The drying oven is applicable for drying, baking, melting and sterilization in dustrial and mining enterprises, laboratories
and scientific research institutes.

PRODUCT CHARACTERISTICS:

sThe shell is made of cold-rolling steel with static spray plastics,. the working chamber is made of mirror stainless steel. the
shelves can be adjusted optionally

=0Observation window on the door, convenient for users to observe;

shanophase material magnetic door seal strips and heat preservation material

sTemperature contral system adopts microcomputer singlechip technology, LCD screen, temperature and time contrial,
over-temperature alarm function

sRational air duct and circulatory system make the temperature in working chamber uniformliy.

s|mported motor and fan blades, air convection device for circulating the air in working chamber

s'\ind speed can be adjusted automatically according to the working state.

sProgrammable design, it can be set 10 segments.

sBe equipped with RS-485 interface which can be connected with computer or recorder.

s The function of parameters memaory and recovery for date protection caused by power failure or system halted,

sOptions: preset function.

Model B'EI;Z*EB BGZ-70 BGZ-140 BGZ-240
Temp. Range RT+5~—-250°C
Temp. Resolution 0.1C
Temp. Fluctuation +0.5C{100°C)
Temp. Uniformity +1'C(100°C)
Power 550W 900w 1100W 1500W
Working Chamber (mm) 350x350%350 450=400%450 550%500=550 600x550=750
Overall Size (mm) 540=485x545 740x530=630 840=630x735 B90=670x935
Shelves 2pcs Jpcs
Time Range 0—99H 60min
Power Supply AC 220V+10%/50Hz+2%

ARTIFICIAL CLIMATE INCUBATOR
(GENERAL DRUG STABILITY TEST CHAMBER)

APPLICABLE SCOPE:
The artificial climate incubator {(General drug stability test chamber) is a specialized constant temperature, humidity and il-
lumination apparatus for mould, bacteria and microorganisms cultivation and preservation, plant growth, tissues cultivation

in sanitation epidemic prevention, environmental protection, forestry, agriculture, animal husbandry research institutes.

PRODUCT CHARACTERISTICS:

*The shell is made of cold-rolling steel with static spray plastics, the working chamber is made of mirror stainless steel, the
shelves can be adjusted optionally.

= Microcomputer intelligent control, LCD screen displays temperature, time and illuminance, over-temperature alarm function.

sTest hole is equipped on the top, internal diameter is 30mm and external diameter is 60mm.

s\Well-known international brand compressor, non-CFC refrigerant which is environmental, efficient and energy-saving.

sPatented technology: integrated type refrigeration system, multiplex protection, safe running, effective self-checking, no
energy expenditure and unconventional auto-defrosting, avoid the influence to temperature, makes the equipment work for
a long time continuously.

= Programmable design, it can be set 30 segmenis.

s|luminance can be adjusted in six steps, Three dimensional lighting type to enhance the uniformity.

= imported humidity sensor, humidify by finned heating tube, large capacity water tank.

*Be equipped with RS-485 interface which can be connected with computer or recorder.

=« The function of parameters memory and recovery for date protection caused by power failure or system halted.

= Options: preset function.

Maodel BIC-250 BIC-400
Temp. Range 0-65C(no lighting); 10-65 C(lighting)
Temp. Resolution 01cC
Temp. Fluctuation £1C i
Temp. Uniformity $1.5C | +2°C
Humidity Range 60%-90%
Humidity Fluctuation £5%
lluminance 0-15000Lx (six steps adjustable) B |
Power 1300W 1500W
Time Range 0-9999 min
‘Working Chamber (mm) | 480%480%1100 560x620%1160
== rall Size (mm) 692=685=1587 T42=730=1887
» Shelves 4pes




MOULD INCUBATOR

APPLICABLE SCOPE:

The product is applicable in scientific research institutions, universities and colleges, manufacturing enterprises for envi-
ronmental protection, sanitation and epidemic prevention, drug testing, farm livestock and aguatic products. It is an appro-
priative thermostatic equipment for water analysis, cultivation and conservation of bacteria, mould and microorganism by
BOD measurement, planting and breeding experiments,

PRODUCT CHARACTERISTICS (BMJ-250) (BMJ-400) (BMJ-BOO)
aThe shell is made of cold-rolling steel with static spray plastics, the working chamber is made of mirror stainless steel, the
shelves can be adjusted optionally,
sMicrocomputer intelligent control, LCD screen displays temperature and time, over-temperature alarm function,
sCentrifugal fan, domestic original air duct design makes the cold air combined with the hot air well then blown into the
waorking chamber, it ensures the precise temperature and a better uniformity.
sSeparate Airflow Refresh Device which can be opened or closed at any time to keep the air in working chamber fresh,
s bservation window adopts original double-type door design: open it to observe the cultivated goods in working chamber,
and close it if observation in unnecessary,
sTest holes are equipped on both sides, internal diameter is 30mm and external diameter is 60mm.
=sWell-known international brand compressar, non-CFC refrigerant which is environmental, efficient and energy-saving.
sCultivation ean be conducted |n the airtight environment.
sPatented technology: integrated lype refrigeration system, multiplex protection, safe running, effective salf-checking, no
energy expenditure and unconventional auto-defrosting, aveid the influepce to temperature, makes the equipment work for
a lang time continuously.
sProgrammable design, it can be set 30 segmenis.
=Be equipped with R5-485 interface which can be connected with wmputar or recorder.
=The function of parameters memory and recovery for dn’tﬁ ;rqtm.'ﬂuri t-l!l.l“_ﬂ hyr power fﬂilurﬂﬂl‘ Hﬂtﬂm halted.

sOptions: preset function.

PRODUCT CHARACTERISTICS (MJX-180) (MJX-250)

s The shell is made of cnf&-rﬁ#ling-stenl with static spray plastics. the working chamber is made of mirror stainless steel,

the shelves can be adjusted P:p_tlmﬁll;y.

= Temperature control system adopts microcomputer singlechip technology, precise temperature control.
= Temperature and time control, the touch keyboard set.
»Dual LED screens, accurate and intuitive display, superior performance.

= Timing function.

s Be equipped with UV light, large viewing angle heat preservation vacuum toughened glass.
s The function of parameters mernf:rg.r and reb_iwaiir for date prolection caused by power failure or system halted.

Model MJX-160 MJX-250 BMJ-250 BMJ-400 ) BMJ-800
Temp. Range 5-50C 0C-65T
Temp. Resalution 017¢C
Temp. Fluctuation +17 +1.57T 05T
Temp. Uniformity £1.5T 2T £1°C
Power 300W 360W 1000W 1350W 3rd4ow
Time Range 0-999 H 0-9998 min
Working Chamber (mm} | 500%335%955 | 505x450=1100 | 510x450=1100 | 600=640=1050 | 1220=585%1123
Overall Size (mm) | B25x520%1140 | 615#560=1597 | 650x740=1736 | 745%x930=1695 | 745=930=1695
Shelves 3pcs 4pcs Bpcs




ILLUMINATION INCUBATOR

APPLICABLE SCOPE:
The illuminated incubator is @ multi-functions incubator with imitating natural illumination conditions. It is applicable far the
plant growth, tissues cultivation, seed germination testing, plant cultivation and breeding, insects or little animals breeding,

microarganism or antibiont cultivation and preservation, and other constant temperature and illumination experiments,

PRODUCT CHARACTERISTICS (SPX-300)
=The shell is made of cold-rolling steel with static spray plastics, the working chamber is made of mirror stainless steel, the
shelves can be adjusted optionally.
sTemperature control system adopts microcomputer singlechip technology, precise temperature control.
sTemperature, time and illuminance cantral, the touch keyboard set.
aTiming function,
sThe function of parameters memaory and recovery for date protection caused by power failure or system halted.

PRODUCT CHARACTERISTICS (BSG-400)
aThe shell is made of cold-rolling steel with static spray plastics, the working chamber is made of mirror stainless steel, the
shelves can be adjusted optionally.
shMicrocomputer intelligent control, LCD screen displays temperature, time and illuminance, over-temperature alarm
fune-tion.
sTest hole is equipped on the tap, internal diameter is 30mm and external diameter 1s 60mm.
s\Well-known international brand compressaor, non-CFC refrigerant which is environmental, efficienl and energy-saving.
sPatented technology: integrated type refrigeration system, multiplex pretection, safe running, effective salf-checking, no
energy expenditure and unconventional auto-defrosting, avoid the influence to temperature, makes the equipment work for
a long time continuously.
=Separate Airflow Refresh Device which can be opened or closed at any time to keep the air in working chamber fresh.
=Programmable design, it can be set 30 segmenis.
*|luminance can be adjusted in six stn&gl'mgl{mmgnmﬁﬁ [i%_; -
sBe equipped with RS-485 interface which can be connected wi

=The function of parameters memory a ery fo ‘,;___._"‘:r__ nrote

s0ptions: preset function.

Model SPX-300 BSG-400
Temp. Range ;E-Eﬁ'ﬁ{go:_lighting]. 10-50"C{lighting) 0-65"C(no lighting). 10-65"C (lighting)
Temp. Resolution 017
Temp. Fluctuation 1516 +1'C
Temp. Uniformity +2C
llluminance 0-15000Lx (six steps adjustable)
Power 1300W 1500W
Time Range 0-999 H 0-9999 min
Workin
Chamheﬁiwn} 495x635%955 550=565=1286
Overall Size {(mm) 690=665%1650 742=730=1887

Shelves

4pcs




VERTICAL SHAKER INCUBATOR

APPLICABLE SCOPE:

The shaker incubator is widely used in germ culture, ferment, hybridization,. and research of biochemical reaction, enzyme
and cellular tissus and all those require high temperature and oscillation frequency. It has a wide and impaortant range of

applications in research of medicing, biology, numeratar, pharmacy and environmental protection

PRODUCT CHARACTERISTICS

wertical double-layered framework, compact but capacious.

«P |.D environmental scanning micro-processing controller and intelligentized audio and visual alarm.

aThe large LCD screen clearly indicates the preset and real parameters.

=The operating parameter locked by encryption prevents miscperation.

*Curve controls, programmable design, it can be set 10 segments.

aTimer up to 1000 hours and audio and visual alarm will be activated when shaking terminates.

«C motor design, broad speed regulation, constant terque, constant speed of rotation, ne carbon brush and maintenance
free.

sAdopts imported bearing, long service life and low noise.

spdopts adjustable airflow refresh hole.

sThe unique design of the defrosting, defrosting temperature fluctuation is small.

sOver-temperature audio and visual alarming function can automatically cut off the power when the motor overheated,
temperature out of control or abnormal temperature occurs.

*Provided with power-off recovery function, the eguipment can automatically recover to run according to the ariginally
designed programs when the external power is recovered after a sudden cut off.

=Wiring of the acceleration control ensures soft start, smooth acceleration and the security of samples.

=Luxury modelling, electrostatic spray plastics outer case, mirror stainless stee chamber, toughened glass observatian
window,

*Equipped with charging port, separate temperature |imit switeh,door switch and door lock.
*Options: need-no-disassembly tray, USB interface.

Model

BSD-2200 BSD-2400 BSD-2600
Oscillation Mode Reciprocating Qrbital Orbital
Control Mode PID
Display LCD
Convection Forced Convection
Temp. Range (C) 4--60
Temp. Resolution (1) +0.1
Temp. Fluctuation (C) 0.2 (37°C)
Temp. Uniformity () +1 (250 )
Rotation Rate (rpm) 30250 30300
Rotation Accuracy (rpm) +1
Vibration Amplitude (mm) D40 ®26 @35
Time Range (H) 01000
Tray (Pcs) 2
Power Supply AC220V  50/60Hz
Working Chamber (mm) 630x490=640 860x580x800 1100%565%830
Tray Size (mm) 530x440 754478 970=560
250mi=35
Standard Confi i 250mi=20 250mli=52
andard Configuration mix mix 500mIx35
100mix104 / 100mix164 /
100mi=60 / 250mi=66 / 250mi=90 /
Max. Configuration 250mix38 / 500mi=50 / 500mi=x74 /
500mI=26 750mix36 / 750mIx52 /
1000mIi=26 1000mI=36




Model BSD-250 BSD-400
Temp. Range 0'C-85C
Temp. Resolution 01°C
Temp. Fluctuation +0.5°C
Temp. Uniformity +1°C
SHAKING INCUBATOR o T Skl
Time Range 0-9999 min
Working Chamber (mm) 510%450=1100 600x640%1050
Overall Size (mm) 650x740%1736 | 745x930x1695
APPLICABLE SCOPE: i e

The product is applicable in scientific research institutions, universities and colleges, manufacturing enterprises for envi-

renmental protection, sanitation and epidemic prevention, drug testing, farm livestock and aqualic products. It is an appro- WATER DlSTILLER
priative thermostatic equipment for water analysis, cultivation and conservation of bacteria, mould and microorganism by

BOD measurement, planting and breeding experiments.

PRODUCT CHARACTERISTICS

sThe shell is made of cold-rolling steel with static spray plastics, the working chamber is made of mirror stainless steel, the
shelves can be adjusted optionally.

sMicrocomputer intelligent control, LCD screen displays temperature and time, over-temperature alarm function.

=Centrifugal fan, domestic original air duct design makes the cold air combined with the hot air well then blown into the

working chamber, it ensures the precise temperature and a better uniformity.

APPLICABLE SCOPE:
The water distiller adopts the method of heating water and condensation by the circulating water to get

sSeparate Airflow Refresh Device which can be opened or closed at any time to keep the air in working chamber fresh.
»Observation window adopts original double-type door design: open it to observe the cultivated goods in working chamber,

e i the distilling water. It is applicable for medical sanitation institutes and scientific research institutes and
and close it if observation in unnecessary.

sTest holes are equipped on both sides, internal diameter is 30mm and external diameter is 80mm. taboralories sct, -
sWell-known international brand compressor, non-CFC refrigerant which is environmental, efficient and energy-saving.
sCultivation can be conducted in the airtight environment. PRODUCT CHARACTERISTICS:
sPatented technology: integrated type refrigeration system, multiplex protection, safe running, effective self-checking, no « Airproofed well that can avoid the steams overflow effectively.
energy expenditure and unconventional auto-defrosting, avoid the influence to lemperature, makes the eguipment work for
a long time continuously.

sProgrammable design. it can be set 30 segments.

=Be made of stainless steel, resistant to corrosion and aging, convenient operation and long life.

=Be equipped with RS-485 |nterface which can be connected with computer or recorder. Model ZD-5 ZD-10
=The function of parameters memory and recovery for date protection caused by power failure or system halted. Output (L/H) 5 10
aOptions: preset function.
Power (KW) 4.5 7.5
‘Shaker's Parameters: : |
Start — 220 rpm adjustable (Orbital); i . Power Supply (V) 220 380

Start — 300 rpm adjustable (Reciprog
Tray size: 420=x390x200 mm
500%500%200 mm (BSD-4




CO2 INCUBATOR
(AIR-JACKET TCD) (HIGH-CAPACITY)

APPLICABLE SCOPE:
The COZ incubator is a kind of advanced instrument for cells, tissues and bacteria cultivation, a key equipment for the de-
velopment of immunology. oncology, genetics and biological engineerning. It is extensively applicable in the research and

production of micre organism, agricultural sciences and pharmaceutics.

PRODUCT CHARACTERISTICS:

aThe shell is made of cold-rolling steel with static spray plastics. the working chamber is made of mirror stainless steel, the
shelves can be adjusted optionally

s|ntelligent control, LCD screen can display temperature, humidity and CO2 concentration.

sSound and light alarm function when over-temperature.,
90T high temperature motst heat sterilization.

sHEPA offers a filtration efficiency of 99,998% for 0.3pm particulate,

s|mparted centrifugal fan with low noise and long life, heat quickly with good uniformity.

=imported humidity sensor, humidity can be displayed real-time.

wSound and light alarm function when over-temperature, two controel systems, the assistant control system will play the
monitoring role when the main control system is invalidated.

sDoor heating control system can avoid frost phenomenon on the inner glass door.

=»Special technics to ensure good seal of the working chamber and keep the concentration for a long time.

sBe equipped with RS-485 interface which can be connected with computer or recorder.

=The function of parameters memeory and recovery for date protection caused by power failure or system halted.

h!ﬂl? EL | BC-160 (Air-jacket TCD) (High-capacity)
=N PowerSupply |  AC 220V+10%/50Hz+2%
. i N o AW - 80OW _
Heating Method | Air-jacket
Temp. Range _i RT+5C —607T
Temp. Resolution 3 01T
Temp. Fluctuation <+027T
Temp. Uniformity ' <10.5'C
2 Ray | 0-19.9%
trol Method i TCD

sconcentration=1.2min

Matural Evaporation
250L
B00=E00=770
840=775x1175
dpcs

BIOCHEMICAL INCUBATOR

APPLICABLE SCOPE:

The product is applicable in scientific research institutions, universities and colleges, manufacturing enterprises for envi-
ranmental protection, sanitation and epidemic prevention, drug testing, farm livestock and aguatic products. It 1s an appra-
priative thermostatic equipment for water analysis, cultivation and conservation of bacteria, mould and microorganism by
BOD measurement, planting and breeding experiments.

PRODUCT CHARACTERISTICS:

aThe shell is made of cold-rolling steel with static spray plastics, the working chamber is made of mirror stainless steel, the
shelves can be adjusted optionally,

sTemperature contral system adopts microcomputer singlechip technology, precise temperature contral

sTemperature and lime contral, the touch keyboard set,

»Dual LED screens, accurate and intuitive display, superior performance,

sTiming function

= Lighting device in working chamber, large viewing angle heat preservation vacuum toughened glass.

e The function of parameters memery and recovery for date pretection caused by power failure ar system halted.

I Model ~ SPX-150 | SPX-250
Temp. Range 5-501C
Temp. Resolution 0.17C
Temp. Fluctuation #$1°C +1.5°C
T:ar'rts:r_._l..Jnift.\:m'tilz.uI 1]:5'(.‘ +2°C )
Power 300w 3s0W
Time Range 0-999 H
Working Chamber (mmj} 500x315%955 505x=450=1100
ﬂ‘u"_erﬂll Size {mm) 625=520=1140 615=560=1587
Shelves 3pcs 4pecs




CLEAN BENCH

APPLICABLE SCOPE:
The clean bench is a necessary basic equipment for biologic technical researches and experiments. It is widely applicable
in the field of pharmaceuticals, biochemistry, environmental monitoring and electronic instruments for purifying air in the

operation area,

PRODUCT CHARACTERISTICS:

aThe shell is made of quality cold-rolling steel with static spray plastics, the operation table is made of SUS304 which is
corrosion-resistant and easy to clean

sCentrifugal fan which has steady rotate speed and low noise

=LCD control system, touch type switch, six steps of wind speed control.

sBe equipped with UV light and lamp control, timer range of sterilization is 0-39%min.

s'fartical close type table, the down airflow formed in the operation area can prevent the air outside from permeating and
keep the operation area clean.

=Adopts counterweight balance structure to locate the operation window optionally within the prescribed limit,

sBe equipped with HEPA, the prefilter is set as the medium efficiency filter system to extend HEPA's life,

SW-CJ-2FD SW-CJ-2F VS-840-1 V5-840-2
MODEL (double, one side) (double, two sides) (single, one side) (single, two sides)
Display LCD
Airflow Direction __ Vertical Airflow
Working Side One side [ Two sides | One side | Two sides
Cleanliness Class ' Class 100@20.5um(FED209E) '
| Wind Speed 0.1-0.6mis (Adjustable)
Noise =62dB
Vlbratli‘, r; EZ If Peak =3pgm (X. Y. Z direction)
lluminance =300LX
Working Zone (mm) 1300=700=520 | 830x=700=520
Overall Size (mm) 1460=700=1650 i 990%700=1650
HEPA (mm) 580x565x50x 2 | 780x565x50% 1
~ Lamp/UV Light S 20wxmowxdn - |
Weight (Kg) 200 210 115 120
Power (Kw) 0.3 _ 0.15
Power Supply AC220:10V  50/60Hz
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PORTABLE AUTOCLAVE (WING NUTS)

APPLICABLE SCOPE:

The Autoclave is the equipment which utilizes the pressure saturated steam for sterilizing goods quickly and reliable. It is
applicable to be used in medical and health work, scientific and agriculture institutes. It is a perfect equipment for
sterilizing the medical equipments, dressings, glasswares, liquor culture mediums, etc.

PRODUCT CHARACTERISTICS (YXQ-18):
=Gas and electric heating type.
»FPot and inner vessel are made of SUS304, resistant to acid, alkali and corrosion.
sSelf-exhaust when over pressure.
sDouble scale Class 2 count pressure gauge,
sSelf expanding type seal ring.

PRODUCT CHARACTERISTICS (YXQ-18581):

sElectric heating type.
=Pot and inner vessel are made of SUS304, resistant to acid, alkali and corrosion,

*Self-exhaust when over pressure.

sDouble scale Class 2 count pressure gauge.
xpanding type seal ring.

r level heating pipe.

re adjusting device (110C-127T)
me adjusting device (0-60min).

Paower Max. Working/ Max. Working/ | Max. Working/ | Overall
=il Supply Design Temp. Design Pressure | Design Pressure | Size (mm)

220V+10% , 0.145MPa/ D=390,
B0 +o%: | (REEECA120°C 0.165MPa iy H=470
220V#10° 145MP D=390,
220V210% | pvironi 0.145MPa/ ot 390

0.165MPa H=530

50Hz+2%




PRODUCT INTRODUCTION

The bic safety cabinet is a negative pressure safety device which widely used in microbiology, biomedicine, gene recombi-

nation, animal experimental and biological products for scientific research, teaching. clinical examination and production. It
adopts advanced air purification technology and negative pressure box design, and it realizes the protection of the environ-

ment, users and samples, It is the most basic safety equipment in laboratory biosafety protection

PRODUCT CHARACTERISTICS

=5Split style structure, the demountable rack has moveable truckles and balance adjusting screwroeds which make move
agilely and location reliably

sLCD screen displays measured parameters.

= The latest constant wind speed technology with the functions of automatic tracking and adjusting output control

sLISA wind speed sensor and differential pressure sensor. sensilive and precise.

=Preginstall alarm technology of filter invalidation and dilapidation, when filter is close to invalidation or has been invalidated
and wind resistance enhances and filter is dilapidated, it will alarm with sound and light automatically

=|nterlock of UV light and lamp, sound and light alarm of safe height of front window and device of auto-stop when front
window is closed.

sHEPA offers a filtration efficiency of 99.99% for 0.3pm particulate.

n5°tilt front window meets the human engineering principle which weakens the dazzie.

sToughened glass front window which is anti-explosion, shatterproof and uvioresistant

s'\Working chamber 1s made of SUS304 with arc angle design which Is convenient to clean the residues

spMoveable SUS304 operation table-board which is firm, durable and easy to clean.

sEuipped with antispray socket, air and water source interfaces.

sEBM centrifugal fan, life is longer, the wind speed is stronger and more steady.

sBe aquipped with the reservoir below the fable-board, the lower is a blowdown valve which is easy to clean and letout.

s Options: exhaust hood and exhaust duct,

Model

Display

BSC-1300 | BSC-1300A

LCD screen displays wind speed and pressure

Suitable Number of People

Single | Double

Cleanliness Class

Class 100 (FED 209E)=20.5um=3.5 grain/L

Inflow Air Velocity 0.53m/s
Down Airflow Velocity = 0 B E}_.?Iﬁmfs.
Down Airflow Pr;cisiﬂn B &4 +0.015 m/s my
Pressure Difference Display Range 0-500pa
Moise =65db
Vibration Half Peak Value =5um
llluminance =650Lx
Ambient Temperature 10-30°C
Relative Humidity \ 5?&)% {E-S-L-'_J \y 4 \ 1A
Atmospheric Pressure - gﬂ_-‘l_l]_EPa_ e T =5
Working Zone (mm) 1000=675=671 | 1300=675=671
QOverall Size (mm) 1120=x920= 1585 | 1420x920=1585
Inflow HEPA (mm) 1026!6()5!":’_0_ | 1325;;3@5::?::}
Exhaust HEPA (mm) 540=450=90 840=450=90
Lamp/UV Light SOV 1181 | 40W 130V =1
Power (Kw) 1.25KW | 1.4KW

Power Supply

AC220110V  50/60Hz

17




VERTICAL AUTOCLAVE

APPLICABLE SCOPE:

The Autoclave is the equipment which utilizes the pressure saturated steam for sterilizing goods quickly and reliable. It is
applicable to be used in meadical and health work, scientific and agriculture institutes, It is a perfect equipment for steriliz-

ing the medical equipments, dressings, glasswares, liquor culture mediums, et

PRODUCT CHARACTERISTICS YXQ-30
wSelf-control type.
=Quter case, inner vessel and baskets are made of SUS304, resistant to acid, alkali and corrosion.
sMicrocomputer intelligent control.
=Over temperature protection device.
sSelf expanding type seal ring, exhaust cold air automatically.
sl ow waler level alarm, self-contral when lack of water.
nSelf-exhaust when over pressure.

PRODUCT CHARACTERISTICS YXQ-50/75
sSelf-control type.

=Patented technology: handwheel type quick-cover-open safety interlock device.

s0uter case, inner vessel and baskets are made of SU5304, resistant to acid, alkali and corrosion.
slicrocomputer intelligent contral.

=Pressure safely interlock device, over temperature protection device.

sSelf expanding type seal ring, exhaust cold air automatically.

=Low waler level alarm, self-control when lack of water.

PRODUCT CHARACTERISTICS YXQ-50A/7T5A
sSelf-control type.
=Patented technology: handwheel type quick-cover-open safety interlock device.

sQuter case, inner vessel and baskels are made of SUS304, resistant to acid, alkali and corrosion.

sMicrocomputer intelligent control..

=Pressure safety interlock device, over temperature protection deyice.
=Self expanding type seal ring, exhaust cold air automatically.

=Low water level alarm, self-control when lack of water.

Model ¥XQ-30 ¥XQ-50 ¥XQ-75 ¥ XQ-50A ¥YXQ-70A
Power Supply 220V£10% 50Hz£2%
Power 2KW 3AKW siKW | 2 7KW 3.5KW
‘Max. Worki ' - : B B
M Yorkina/Deskn 1267 /128 1357 /138
Temp.
Max, Working/Desi
ax. THorking/oesian | 4 14smpai0. 165MPa 0.22MPal0.25MPa
Pressura
Time Range (min): 0-120
Chamber Size (mm): D300=400 . D400=520 400=800 | $300=680 $400=570
'? i
Volume 0L | B0L 751 l 50L 750
Basket Size (mm): ©280x360x1pc | ©360x240x2pcs | ©3B0x280x2pcs | ©280%210x3pcs | ©IG0x280%2pcs
Overall Size (mm) 404%404%810 500%500%1080 500:5:}0:110&} 525%440x1080 | 600%500%1130




TRONIC ANALYSIS BALANCE LOW SPEED CENTRIFUGE

PRODUCT CHARACTERISTICS:

® Universal centrifuge, optional fixed-angle rotor, swing-bucket rotor, plate rotor.
Automatic calibration internally (Automatic internal carlibration balance ), precise and reliable, fast calibration, have gener- s Microprocessor touch-keypad controls, LED displays can be read easily with the rotor model,

Function:

ally weigh, count, percentage weigh and a variety of ways to weigh also it has unit conversion function time, RCF and speed

With overload and underload alarm, four levels of quakeproof, dynamic temperature compensation, full range peel, = The Soft Touch Keypad offer parameter setting function, special key for RCF

acocumulative/b-b, bottom hook weighing, and other functions, can fully meet the neads of the laboratory quality analysis & Qiilat - mantenancesfrad brishlass driva

ch ' t CEA) » Double Lid and Lock system, locked from starting, it help to ensure running safety
aracieristics . .

sMovel structure, large soft backlit LCD display, easy operation, superior performance,

s Offers a 20 program memory for standard runs, programmability is available, also you can improve your efficiency with the

existing program
sputomatic failure detection, ensure the safety of the product use.
y P ® Acc/Dec: Choice of 15 acceleration and deceleration rates, the user can do setting according to the sample's requirement

ullsing a new generation of electromagnetic balance type weighing sensor, ensure the precision of the products s Ith REM setting functi d Short Jisiio
ave setting function, an ort spin function

*Tha external power adapter, ensure the accuracy of the weighing and reading. = Easil i d raaalid - REF & g R —.
asily setting and reading , speed synchronize in time

sBuilt-in RS232 interface, can b nnected directly to the computer, printer and other axternal equipmen : . : .
; A G = Y RARSEL RS AUipYoss = Double layer steel structure, spray anti-corrosion coating outside of cavity, it can effectively avoid the corrosive material

FA precision analysis electronic balance(0.0001g accuracy) Brosion
P y : g y s Automatic rotor recognition and imbalance detection for maximum operational safety, provides optimum run stability, when

Model FA1004N FA1004 . FA2204N | FA2204 1 the error and imbalance happened, it will have audible alarm
Capaciw EI-’iﬂEI'g [ L‘I-zzﬂg | » Easily adjust speed, RCF, time and temperature during the running without stop
Reading Accuracy 0.0001g ] a The shortest Acc/Dec time is less than 30s
ot F t' I i s Sunken exhaust, filtering devices, it can prevent asrosal pollution during the centrifugal process
plional Function auto internal calibration
Reproducibility Error 0.0001g Model bl I L5500 ]
Linearity Error 0.0002g Max speed 5500rpm
g Max RCF 5400xg
Taring Range 0-100 0-200 Maximum capacity 750mixd
Speed accurac £10rpm
o e Taring accumulating fault alarm  adjustable sensitivity print  auto internal calibration Nzlsa i ﬁB;B
(optional) Timer range 1 ~-8989minfcontinuous / short spin
: NO1: Level rotor 750mixd  4200rpm  3648xg
g 100mix8 () 50mIx20 () 15mI/20mIx58 ()
: : in - : Adapter] 100ml=12(») S0mi*28{e)
JA electronic analysis balance (0.001g accuracy) iar soornix4 BERSHEE 1smianke i RS
_ -~ T _ - _ Adapter2{Hat devica) Smi x 96
Model Capac Reading Accuracy Weighing Sensor Pan size : : - -
pacity eading Accuracy | W ighing Sens | an siz Z‘UT- CBlluiar crana 5mix148  4200rpm  3648xg
JA2003N 0-210g ‘electromagnetic - NO4:Angle Rotor SOmiX6  5500rpm  5400xg
p sauilibrium ®110mm NO5: Mold reactio i
eaooil 0-310g | “equilibrium ©110mm ke | 22x% 4000pm 2260k
— - 0.001gy : I Power _ AC220V 50HZ |
JAZ2003 'D*ZB_Q!I_Q | Weight s BO9Kg
JA3003 3-3‘159 Poul ‘Dimensions ( LxWxH ) — BO0XTH0XE20mm -
— = : — Nete: % For canicab-battom centrifuge lubes; » Forround-botiom cenfrifuge tubes




LOW SPEED REFRIGERATED
CENTRIFUGE

PRODUCT CHARACTERISTICS
sUniversal centrifuge, optional fixed-angle rotor, swing-bucket rotor, plate rotor,
sMicroprocessor touch-keypad controls, LED displays can be read easily with the rotor model,
time, RCF and speed,
sThe Soft Touch Keypad offer parameter setting function, special key for RCF
=luiet, maintenance-free brushless drive.
sDouble Lid and Lock system, The start is meaning locked, it help to ensure running safty.
«Offers a 20 program memory for standard runs, programmability is available, also you can improve your efficiency with the
existing program,
sfcc/Dec: Choice of 15 acceleration and deceleration rates, the user can do setting according to the sample’s requirement.
s/t have at set RPM function, and Short spin function
sEasyly setting and reading RCF, speed synchronize in time,
sfputomatic rotor recognition and imbalance detection for maximum operational safety, provides optimum run stability, when
the error and imbalance happend,it will have audible alarm.
sEasily adjust speed, RCF, time and temperature during the running without stop
sThe shortest Acc/Dec time is less than 30s
sPra-gooling before the rolor start and fast cooling function helps the chamber temperature dropped to 40C only meed 10
minutes
sAutomatic temperature compensation, to ensure that the samples do centrifugal in a safe temperature

sDanfoss compressor kit

Modal  LR600D ik _ LRS00
e spaed 5500mm
MaxRCF 5400kg
Maa;rr'm;l.ﬂ capmqr Z50mbed [ —= 750mixd
Speed acoufacy s10pm
Nl:-ls.a 2 6048 —,[ 2548
Tumes range 15~ GE0min/cominuous | ahait spin
Temperatuns rang 20040
Terwperafire accurscy | e
 NOT: Level rotor 250mixd _ 4500pm 3781k TS0mind  4200mm 3648
1678 Smis 148 S00mixd 250micd  SminaG
Adagtert: 2:"':'“':' 100wt SO S0mI=200 ) 15mI20mixSE{% | 100mi«8ia |
e 100mix12(a) 5OmIx28e)
Adapter2: (Hal device) ] Al k96
N2 Lavel rofor 1008 £200mm 3715 i
Adapter 100mix8  S0mixd  10mi1EmiSmiz32 i
NO3: Callular crane cup i I Smi=148 - 4200cpm  384Bxg
NO#Ange Rowor | | Soms  SS00MM 5400xg |
NOS: Meld reaction piale 2a2 %96 4000mm  2280x i -
R weantl I | sk L eoKs
Dimensions{LxWiH) AEDN5TSxE20mm 60078 0xBH0mm:

Tote:  Forconal-botom cvnifuse hes: @ Bar round-botiom cenrfuge hes || 99

Model LE00O | L6001
= Maxapesd * 8000rpen
Max RCF S037xg
Speed accuracy +10rpm
Noise ] = 62dB | = 65dB
Timer range 1 =9999min/ continuaus / short spin
~ NO1: Level rotor 100mixd 4500rpm  3645xg A50mlx4  4200mpm  3451xg
250mix4 10mix56 100mixi2
Adapler 100mixd  S0mixe M m
10mU/ 1 SmifSmix24 [ESeteione1 S
amixss 10mi/15mixs6
Adapter ( Hat device ) Smi % 68
NO2: Angle Rotor 10mi15mix12 6000mpm  5037xa
MNO3: Mold reaction §ﬁ 32 4 -'-. y ?Eﬁﬂxg
plate _ OoSRE r
Power AC220V 50Hz 5A
_ Weight 56Kg
~ Dimensions{ LxWxH ) 425mmx510mmx415mm - >

LOW SPEED CENTRIFUGE

PRODUCT CHARACTERISTICS (SPX-300) :

*Universal centrifuge. optional fixed-angle rolor, swing-bucket roter, plate rotor

sMicroprocessor touch-keypad controls, LED displays can be read easily with the rotoer model,
time, RCF and speed

*The Soft Touch Keypad offer parameter setting function, special key for RCF

= Quiet, maintenance-free brushless drive

*Double Lid and Lock system, The start is meaning locked, it help to ensure running safety

» Offers a 20 program memaory for standard runs, programmability is available, also you can improve your efficiency with the
existing program

s Acc/Dec: Choice of 15 acceleration and deceleration rates, the user can do setting according to the sample's requirement

s |t has at set RPM function, and short spin function

=Easily setting and reading RCF, speed synchronize in time

*[Double layer steel structure spray anti-corrosion coating outside of cavity, it can effectively avoid the corrosive material
erasion

= Automatic rotor recognition and imbalance detection for maximum operational safety, provides optimum run stability, when
the error and imbalance happen.it will have audible alarm

sEasily adjust speed, RCF, time and temperature during the running without stop

=The shortest Acc/Dec time is less than 30s

=Sunken exhaust.filtering devices, it can prevent aerosol pollution during the centrifugal process




HIGH SPEED REFRIGERATED
CENTRIFUGE

PRODUCT CHARACTERISTICS:

=Universal centrifuge, optional fixed-angle rotor, swing-bucket rotor, plate rotor,

sMicroprocessor touch-Keypad controls, LED displays can be read easily with the rotor model,
time, RCF and speed.

s The Soft Touch Keypad offer parameter selting function, special key for RCF.

=Quiet, maintenance-free brushless drive.

sDouble Lid and Lock system, The start is meaning locked, it help to ensure running safty.

=Offers a 20 program memaory for standard runs, programmability is available, also you can improve your efficiency with the
existing program.

®Acc/Dec: Choice of 15 acceleration and deceleration rates, the user can do seflting according to the sample's requirement.

u|t has RPM setting function. and Short spin function

sEasily setting and reading RCF, speed synchronize in time.

= Automatic rotor recognition and inbalance detection for maximum operational safety, provides optimum run stability, when
the error and imbalance happend,it will have audible alarm

sEasily adjust speed, RCF, time and temperature during the running without stop.

=The shortest Acc/Dec time is less than 30s

Model H2100

Max speed 21000rpm

Max RCF 30409xg

Maximum capacity 100mix6

Speed accuracy +20rpm

Timer range 1s~999min/continuous / short spin
Noise = 60dB

Power 220V ;

Weight '

Dimensions (LxWxH)

H2100 Rotor configuration

Model : H2100
Angle rotor model  capacity
RCF
Max rpm 21000rpm
H0.512 0.5mix12
Max rpm /
HO.524 0.5mix24 Max RCF {
Max rpm 20000rpm
HO212 1.5ml/2.2mlx12 Max RCE 30409xg
Max rpm 16500rpm
H0224 1.5ml/2.2mix24 Max RCE 25871xg
Max rpm
HO0236 1.5ml/2.2mix36 : Lo
Max RCF 24327xg
Max rpm 16500rpm
HO51 1
0512 dil b Max RCF 20240xg
Max rpm 14500rpm
H1012 10mix12 Max RCF 21390xg
Max rpm 12000rpm
H1508 15mix8 Max RCF 14489xg
Max rpm 14500rpm
H3006 30mix6
Max RCF 20450xg
Max rpm 12000rpm
H5006 D00 Max RCF 16904xg
Max rpm 12000rpm
H8504 TFinrhca Max RCF 16904xg
HO.548 0.5mix48 Mox g o
. AT Max RCF 22324xg
Max rpm
HO.232 0.2mix32 x P 14000rpm
Max RCF 14243xg
Max rpm 11000rpm
H8506 100mix8 Max RCF 14302xg
Max rpm 5000rpm
P5004 Level rotor | 50mix4 Max RCF 3913xg
E4002 40 {1 x2 e s
X Max RCF 2375xg




HIGH SPEED REFRIGERATED
CENTRIFUGE

= Universal centrifuge, optional fixed-angle rotor, swing-bucket rotor, plate rotor

sMicroprocessor touch-keypad controls, LED displays can be read easily with the roter model,
time, RCF and speed

*The Saoft Touch Keypad offer parameter setting function, special key for RCF

= Quiet, maintenance-free brushless drive.

= Double Lid and Lock system, The start is meaning lecked, it helps to ensure running safty.

s Offers a 20 program memaory for standard runs, programmability is available, also you can improve your
efficiency with the existing program

s Acc/Dec: Choice of 15 acceleration and deceleration rates, the user can do setting according to the sample’ s
regquirement

s |t has RPM setting , and Short spin function. ction

= Easily setling and reading RCF, speed synchronize in time.

= Automatic rolor recognition and imbalance detection for maximum operational safely, provides optimum run
stabilily, when the &rror and imbalance happen,it will have audible alarm.

= Easily adjust speed, RCF, time and temperature during the running without stop.

= The shortest Acc/Deac time is less than 15s.

= Pre-cooling before the rotor start and fasl cooling function helps the chamber lemperature dropped to 40C only
meed 10 minutes.

= Automatic temperature compensation, to ensure that the samples do centrifugal in a safe temperature.

= Danfoss compressor Kit,

HR2301 HR2302 Rotor configuration

Model
HR2301 HR2302
Angle rotor model  capacity Maxrpm
RCF
Max rpm 24000rpm 23000rpm
HD.512 0.5mlx12
Max RCF 32625xg 32625xg
Max rpm 18000rpm 18000rpm
H0.524 0.5mix24 = P s d:
Max RCF 24631xg 24631xq
024 1.5ml/2.2mix1 Max rpm 23000rpm 22000rpm
2 Max RCF 40217xg 36795xq
Ho224 1.5mli2 2mix2 Max rpm 16500rpm 16500rpm
4 Max RCF 25871xg 25871xg
HO236 1.5ml/2.2mix3 Max rpm 14000rpm 14000rpm
B Max RCF 34237xg 34237Txg
M i 165
HO812 Brmlx12 ax rpm 8500rpm 00rpm
Max RCF 25871xg 25871xg
M 1 1
H1012 1Omida ax rpm 5000rpm 5000rpm
Max RCF 22881xg 22891xg
M 2
H1508 15mixG ax rpm 12500rpm 12500rpm
Max RCF 15721x%g 15721xg
Max rpm 15000rpm 15000rpm
H30068 30mix6 d £ 2
Max RCF 21885xg 21885xg
Ma
H5006 50mix6 X rpm 13000rpm 13000rpm
~ Max RCF 19838xg 19838xg
Max rpm 12000rpm 12000rpm
HB504 100m x4
Max RCF 16904xg | 16904xg
M 16000 16000
H0.548 0.5mix48 = R Lol Lo
Max RCF 22324xg 22324xqg
Max rpm 12000rpm '. 12000rpm
HO.232 0.2mix32 |
Max RCF 10464xq | 10484xqg
Max rpm 12000rpm = | 12000rpm
HE506 100mx6 .
Max RCF 19320xq ! 19320xg
HR2301 HR2302 Level rotor configuration
Model HR2301 HR2302
Level rotor 750mix4  4200rpm  3550xg 300mi4  4500rpm  3781xg
500mi=4  250mix4  15mix76
T Smi=96 Smix148 100mi=8 | 25mixd  100mixd 10mmix40 5mix76
ot 100mix12  50mi=20 50mi=28 | 5mix56  50mix8 50mix12 15mix28
15mif20ml=58
Mold reaction plate 96x2x2

Model HR2301 HR2302
Max speed 24000rpm- 23000rpm
Max RCF 40217xg 36795xg
Maximum capacity ~ 750mix4 | 300mb4
Speed accuracy B :
Temperature rang !
Temperature accuracy :
Timer range
Noise
Power




HIGH SPEED REFRIGERATED
CENTRIFUGE

PRODUCT CHARACTERISTICS:
® Universal centrifuge, optional fixed-angle rotor, swing-bucket rotor, plate rotor,
s Microprocessor touch-keypad controls, LED displays can be read easily with the rotor model,
time, RCF and speed
s The Soft Touch Keypad offer parameter selting function, special key for RCF
® Quiet, maintenance-free brushless drive
s Double Lid and Lock system, locked from starting. it help to ensure running safety
® Offers a 20 program memory for standard runs, programmability is available, also you can improve your efficiency with the
existing program
® Acc/Dec: Choice of 15 acceleration and deceleration rates, the user can do setting according to the samples’ regquirement
® |t have RPM setting function, and Short spin function
= Easily setting and reading RCF, speed synchronize in time
s Automatic rotor recognition and imbalance detection for maximum operational safety, provides optimum run stability, when
the error and imbalance happened, it will have audible alarm
® Easily adjust speed, RCF, time and temperature during the running without stop
The shortest Acc/Dec time is less than 15s
» Pre-gooling before the rotler start and fast coeling function helps the chamber temperature dropped to 40C only need 10
® minutes
= Automatic temperature compensation, to ensure that the samples do cenirifugal in a safe temperature
Danfoss compressor kit

Model HR2300

Max speed 23000rpm
Max RCF 36795xg

Maximum

capacity

Speed accuracy
Temperature rang
Temperature
accuracy

Timer range
Noise
| Power
Weight
imensions






